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THE HOUSE IN PERSPECTIVE

CONVENTIONS USED IN THIS REPORT

SATISFACTORY - Indicates the component is functionally consisteith its original purpose but may show signs ofmal
wear and tear and deterioration.

MARGINAL - Indicates the component will probably requirpaie or replacement anytime within five years.
POOR - Indicates the component will need repair oraepiment now or in the very near future.
MAJOR CONCERNS - A system or component that is considered sigaifily deficient or is unsafe.

SAFETY HAZARD - Denotes a condition that is unsafe and in ndgaiampt attention.

THE SCOPE OF THE INSPECTION

All components designated for inspection in the QAIStandards of Practice are inspected, except admaypted in the
“Limitations of Inspection” sections within thisgert.

It is the goal of the inspection to put a home lugex better position to make a buying decisidlat all improvements will

be identified during this inspection. Unexpectegairs should still be anticipated. The inspectibould not be considered
a guarantee or warranty of any kind.

Please refer to the pre-inspection contract fadlaekplanation of the scope of the inspection.

BUILDING DATA

Approximate Age: 20-25 years
Style: Single Family
Main Entrance Faces: North

State of Occupancy: Vacant
Weather Conditions: Sunny 15 C
Recent Rain: No

Ground cover: Dry

This confidential report is prepared exclusively fo r Your Home.
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GreenLight Home Inspection Services
Brampton

ON

647-228-2370

Date:01/01/2010 Inspection Number2010

Name:Your Home

Inspection: 325.00
Total: 325.00
Cheque #:
Cash

Inspected ByDavid Donnelly
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AN

None Public sidewalk needs repair

Material: Concrete Flagstone Gravel Brick Other
Condition: Satisfactory Marginal Poor Trip Hazard

Pitched towards home Settling cracks Not visible Typical cracks

None

Material: Concrete Asphalt Gravel/Dirt Brick Other
Condition: Satisfactory Marginal Poor Fill cracks and seal

Pitched towards home Trip hazard Settling Cracks Typical crack

None
Support Pier: Concrete Wood Not visible Other
Condition: Satisfactory Marginal Poor Railing/Balusters recommended
Floor: Satisfactory Marginal Poor Safety Hazard
None Uneven risers

Material: Concrete Wood Other Railing/Balusters recommended
Condition: Satisfactory Marginal Poor Cracked Settled

Rotted/Damaged Safety Hazard

None

Material: Concrete Flagstone Kool-Deck’ Brick Trip hazard
Condition: Satisfactory Marginal Poor Settling Cracks

Pitched towards homéSee remarks page Drainage provided Typical cracks

None

Material: Wood Metal Composite  Not visible Railing/Balusters recommended
Finish: Treated Painted/Stained Other

Improper attachment to house Railing loose
Condition: Satisfactory Marginal Poor Wood in contact with soil

None Earth to wood contact Moisture/Insect damage
Condition: Satisfactory Marginal Poor Posts/Supports need Repair
Recommend: Metal Straps/Bolts/Nails/Flashing Improper attachment to house
Not evaluated None
Type: Brick/Block Wood Metal Chain Link Rusted  Other
Condition: Satisfactory Marginal Poor Loose Blocks/Caps Typical cracks
Gate: N/A Satisfactory Marginal Poor Planks missing/damaged
(See remarks page

Negative Grade:  East West North South Satisfactory

Recommend additional backfill
Wood in contact with/improper clearance to soil

Material:
Marginal

None
Condition: Satisfactory
(Relates to the visual condition of the wall)
None

Operates: Yes No

Recommend window wells/covers

Trim back trees/shrubberies
Yard drains observed - not tested

Drainage holes recommended

Poor Safety Hazard Leaning/cracked/bowed

No anti-siphon valve

Not tested Not on

This confidential report is prepared exclusively fo

r Your Home.
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Large lip on driveway skirt into garage - be
careful driving/walking into garage —
settlement/crack in front left edge of garage
concrete pad — recommend repair

Atmospheric vacuum breaker

outside: 0

faucet |
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hose
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Recommend anti siphon valve on hose bib — to|
avoid potential cross connection

This confidential report is prepared exclusively fo r Your Home.
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Decorative brick wall was missing some brickg
and mortar — requires repair — Potential safet
hazard

Safety concern - Protruding rebar found beneath
hedge close to property line at top of driveway
- Recommend repair to avoid possible injury

123 Main St. Your City, ON Page 8 of 65

!

bk

Recommend window well bubble cover ov
basement window to avoid excessive wate
penetration especially in winter

Recommend replacement of vent cover — sharp
edges represent a Potential safety concern

This ¢

Handyman brace used on wooden gate — Potentidl
Safety concern - Recommend repair

ne.
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Recommend anti siphon device on hose bib. Triprdaizam driveway to garage skirt, pay caution tivitig and walking
into — recommend repair. Deck appeared to betisfaatory condition, seal as needed. Generalds#inage was properly
sloping away from the house. Fencing gates wene@u of maintenance repairs.

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services



All

Roof
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AN

Partial

Ladder at eaves

None Limited by:

Ground(Inspection Limited ~ With Binoculars

Type: Gable Hip Mansard Shed Flat Other
Pitch: Low Medium Steep Flat
Roof #1.: Type:Asphalt Estimated Layerd: Layer Approximate age of coves:10+years
Roof #2: Type:Asphalt Estimated Layerd: Layer Approximate age of coves:10+years
Type: Soffit Ridge Gable Roof
Appears Adequate: Yes No Turbine Powered Other
(See Interior remarks paggSee Attic section
Material: Galv/Alum Asphalt Not visible Rubber
Copper Foam Other Lead
Condition: Not visible Satisfactory Marginal Poor Rusted
Separated from chimney/roof Recommend Sealing Other
N/A Material: Galv/Alum  Asphalt Lead Copper
Not visible  Other
Condition: Not visible Satisfactory Marginal Poor
Rusted Holes Recommend Sealing
Roof #1: Satisfactory Marginal Poor
Roof #2: Satisfactory Marginal Poor
Condition: Curling Cracking Ponding Burn Spots Broken/Loose Tiles/Shingles
Nail popping Granules missing  Alligatoring Blistering Missing Tabs/Shingles/Tiles
Moss buildup Exposed felt Cupping Incomplete/Improper Nailing
N/A Cracked/Broken Not visible
Condition: Satisfactory Marginal Poor
Yes No Satisfactory Marginal Poor
Recommend roofer evaluate Not Visible

Conditions reported above reflect visilg@rtion only

At time of inspection a few nail pops were observedommend refastening and sealing. Granulestartng to fall off

tabs, rusting observed on flashing — repair aserted

This confidential report is prepared exclusively fo

r Your Home.
© 2011 GreenLight Home Inspection Services



123 Main St. Your City, ON Page 11 of 65

At time of inspection a few nails in the
flashing were missing tar/sealant —
Recommend rep: as neede

Chimney flashing showing signs of rustusting
observed on the flashing — Monitor and repair as
needed

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services



Granules starting to fall of tabs in areas —
Recommend monitor and repair as needs
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None Location(s)South
Viewed From: Roof Ladder at eaves Ground with binoculars
Rain Cap/Spark Arrestor: Yes No Recommended
Chase: Brick Stone Metal Blocks Framed
Evidence of: Holes in metal Cracked chimney cap Loose mortar joints  Flaking Loose Brick Rust
Flue: Tile Metal Unlined Not visible
Evidence of: Scaling Cracks Creosote Not evaluated (See remarks page)
Have flue(s) cleaned and re-evaluated Recommend Cricket/Saddle/Flashing
Condition: Satisfactory Marginal Poor

At time of inspection chimney chase exhibited dligh
cracking/crumbling in brickwork — recommend
evaluation by a WETT certified chimney technician

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services
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None Needs to be cleaned Downspouts needed
Material: Copper Vinyl/Plastic Galvanized/Aluminum Other
Condition: Satisfactory Marginal Poor Rusting
Leaking: Corners Joints Hole in main run
Attachment: Loose Missing spikes Improperly sloped (See remarks page)
Extension needed: North/West South East West

™~

Downspout missing — Recommend Downspout missing section required for proper watgr
repair ASAP. drainage — Recommend repair - NW corner

Downspout requires realignment and refastening

(*See remarks page EIFS)

Material: Stone Slate Block/Brick Fiberboard Fiber-cement Stucco

EIFS* Asphalt Wood Metal/Vinyl Other

Typical cracks  Monitor Wood rot Peeling paint Loose/Missing/Holes
Condition: Satisfactory Marginal Poor Recommend repair/painting

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services
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At time of inspection — indications of siding seadla
used in the past — however no moisture penetratign
on the interior were observed — Recommend monltor
annually and repair as needed

Refastening maintenance recommended undar At the time of inspection, repair bricks revealed
edae of S,dgn no signs of water penetration — recommend
g 1kaing monitor annuall

Material: Wood Fiberboard Aluminum/Steel Fiber Cement Stucco
Flashing over window requires refastening Wall to roof flashing requires refastening
Recommend repair/painting Damaged wood Other

This confidential report is prepared exclusively fo r Your Home.
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Condition:

Condition:

Material:
Screens:
Condition:

Putty:
Condition:

Stem Wall:

Condition:
Slab:
Condition:
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Satisfactory Marginal Poor

Satisfactory Marginal Poor
Recommend around windows/doors/masonry ledges/asfaglity penetrations

Failed/fogged insulated glass

Wood Metal Vinyl Aluminum/Vinyl Clad
Torn Bent Not installed Glazing/caulk needed
Satisfactory Marginal Poor Wood rot Recommend repair/painting

frame and trim would be helpful

Caulk/paint maintenance around wooden windt‘ww

None  Not installed Wood Clad comb. Wood/metal comb.
Satisfactory Glazing/caulk needed N/A
Satisfactory Broken/cracked Wood rot Recommend repair/painting

N/A (See Basement/Crawl Space)
Concrete block  Poured concrete  Other

Satisfactory Marginal Poor Not visible
Post tensioned  Poured concrete  Other
Satisfactory Marginal Poor (See comments page)

This confidential report is prepared exclusively fo r Your Home.
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Chimney flue was not evaluated. Gutter on east wigs incorrectly pitched and in need of correction
Caulking appeared to be in overall adequate canditiTrim was in need of normal painting mainteranc
Trim appeared to be intact and in overall maintaicendition.

At the time of inspection no signs of cracking wefe Rear wall GFCI not functioning — Potential safety
observed on the foundation exterior — recommerjd hazard — outlet receptacle is loose — Potentiat@af
monitoring parge patching hazard — Recommend repair by a qualified

electrician/contract

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services
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Underground Overhead Weather head/mast needs repair Condition: Sat. Marginal Poor
Exterior outlets: Yes No Operative: Yes No Overhead wires too low
GFCI present; Yes No Operative: Yes No Less than 3’ from balcony/deck/windows

Reverse polarity Open ground Safety Hazard

[——

Caulking maintenance recommended around
Main entry power box

Type: Not visible Framed Masonry Other
Condition: Satisfactory Marginal Poor Not visible
Patio Storm Entrance
Weatherstripping: Satisfactory Marginal Poor Missing Replace
Door Condition: Satisfactory Marginal Poor
UNIT #1: N/A Location: Side exterior
Brand: Carrier Model #:12345678n Approximate age: yrsl5+
Outside Disconnect  Yes No Maximum fuse/breaker rating5 Amp Fuses/breakers installets Amp
Level: Yes No Cabinet/housing rusted Improperly sized fuses/breakers
Condenser Fins:  Damaged Need cleaning Damaged base/pad
Condition: Satisfactory Marginal Poor

Recommend improving air flow around the condensinid

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services
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None
Attached Detached 1-car 2-car 3-car 4-car

Yes No Operable Inoperable Remote not available
Operable: Pressure reverse Electric eye Need(s) adjusting Safety hazard
Material: Same as house Type:Ashpalt Approx. Age:5-10+ Appayers: 1

None

Condition: Satisfactory Marginal Poor
Siding: Same as house Wood Metal Vinyl

Stucco Masonry Slate Fiberboard
Trim: Same as house Wood Aluminum Vinyl
Material: Concrete Gravel Asphalt Dirt Other
Condition: Satisfactory Typical cracks Large settling cracks Recommend evaluation/repair
Burners less than 18” above garage floor:  N/A Yes No Safety hazard

Large settling crack in floor — recommend evaluatig
by qualified engineer
Not visible Floor level Elevated Rotted/Damaged Recommend repair
N/A

Material: Wood Fiberglass Masonite Metal Recommend repair
Condition: Satisfactory Marginal Poor Overhead door hardware loose
Recommend Priming/Painting Inside & Edges Yes No Recommend lubrication ~ Weatherstripping missing/damaged

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services
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None
Condition: Satisfactory Marginal Poor Damaged/Rusted
Yes No Not visible
Reverse polarity:  Yes No Open ground: Yes No Safety hazard
GFCI Present: Yes No Operates: Yes No Handyman/extension cord wiring
(Between garage & living area)
N/A Present Missing
Condition: Satisfactory Safety hazard(s) = Recommend repair Holes walls/ceiling
Fire door: Not verifiable ~ Not a fire door Needs repair Satisfactory
Auto-closer: N/A Satisfactory Inoperative Missing Needs repair
Moisture Stains Present: Yes No Typical Cracks: Yes No

Roof appeared to be overall intact and in satisfgatondition. Trim was intact and in overall adatge condition.

The foundation was overall adequate with no magedts evident. Garage floor has lar
entrance door requires adjustment — Safety hazard

—— /

ge settliagls. Self closer on

Garage door missing electric-eye safety mechanism -
recommend installing one
- Potential Safety hazard

Door handle replaced by dead bolt — recommeng
replacing with regular lockable door knob

This confidential report is prepared
© 2011 Gre

exclusively fo r Your Home.
enLight Home Inspection Services



Satisfactory
Satisfactory
Faucet Leaks: Yes No
Sink/Faucet: Satisfactory Corroded
Functional Drainage: Adequate Poor
Condition: Satisfactory Marginal
Yes
Condition: Satisfactory Marginal
(See remarks page)
Disposal Operates Yes No
Oven Operates Yes No
Range Operates Yes No
Dishwasher Operates Yes No
Other Operates Yes No
Dishwasher Airgap: Yes No
Outlets Present: Yes No
G.F.C.L: Yes No

Open ground/Reverse polarity within 6’ of water:

123 Main St. Your City, ON

Page 21 of 65

Marginal Recommend repair/caulking
Marginal Recommend repair/adjustment
Pipes leak/corroded:  Yes No
Chipped Cracked Recommend repair
Functional Flow: Adequate Poor
Poor Typical cracks Moisture stains
No
Poor Sloping Squeaks
Trash compactor Operates Yes No
Exhaust fan Operates Yes No
Refrigerator Operates Yes No
Microwave Operates Yes No
Dishwasher Drain Line Looped: Yes No
Operable: Yes No
Operable: Yes No
Yes No Potential safety hazard(s)

GFCI recommended within 6’ of water source — cotofe Replace bulb in stove hood. Sink requiregkiag as moisture
stains were found on underside of countertop uretgmsinks. Faucet requires tightening

This confidential report is prepared exclusively fo

r Your Home.
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Staining observed underneath kitchen sinks — recemancaulking
around sink edge

Missing bulb in stove hood

Laundry sink: N/A Faucet leaks: Yes No Pipes leak: Yes No

Cross connections: Yes No Heat source present: Yes No Room vented: Yes No

Dryer vented: N/A Wall Ceiling Floor Not vented
Not vented to Exterior Recommend repair Safety hazard

Electrical: Open ground/reverse polarity within 6’ of water: Yes No Safety hazard

G.F.C.l. present: Yes No Operates: Yes No

Appliances: Washer Dryer Water heater Furnace

Washer hook-up lines/valves: Leaking Corroded Not visible

Gas Shut-off Valve: N/A Yes No Cap Needed Safety hazard Not visible

Holes in wall supplying cold and hot water to lagnsink - recommend sealing

This confidential report is prepared exclusively fo r Your Home.
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Recommend replace old plastic accordion vemt
extension with metallic type and properly secured

123 Main St. Your City, ON Page 23 of 65

Bulb missing from active light socket and
socket should be relocated to improve
headroom

Recommend access in wall for hot and cold
water service to be sealed

At time of inspection - stain did not reveal any
moisture present using protimeter moisture mejer

This confidential report is prepared exclusively fo r Your Home.
© 2011 GreenLight Home Inspection Services
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Faucet leaks: Yes No Loose: Yes No Pipes leak: Yes No
Fixture(s) Condition: Satisfactory Marginal Poor
Bowl Loose: Yes No Operates: Yes No Toilet leaks Cracked bowl/tank Cross connection
Material: Ceramic/Plastic Fiberglass Masonite Other
Condition: Satisfactory Marginal Poor Rotted floors
Caulk/Grouting Needed: Yes No Where:
Functional Drainage: Adequate Poor Functional Flow: Adequate Poor
Whirlpool Operable: N/A Yes No Access panel to pump/motor: Yes No
Moisture stains present: Yes No Outlets present: Yes No
G.F.C.l. Present: Yes No Operates: Yes No
Open ground/Reverse polarity within 6’ of water: Yes No Potential safety hazards present: Yes No
Yes No
Window/Door: Yes No Satisfactory Marginal Poor
Exhaust Fan: Yes No Operates: Yes No Noisy: Yes No
GFCI recommended — Potential Safety Hazard

Faucet leaks: Yes No Loose: Yes No Pipes leak: Yes No

This confidential report is prepared exclusively fo r Your Home.
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Fixture(s) Condition: Satisfactory Marginal Poor

Bowl Loose: Yes No Operates: Yes No Toilet leaks Cracked bowl/tank Cross connection

Material: Ceramic/Plastic Fiberglass Masonite Other

Condition: Satisfactory Marginal Poor Rotted floors

Caulk/Grouting Needed: Yes No Where:

Functional Drainage: Adequate Poor Functional Flow: Adequate Poor

Whirlpool Operable: N/A Yes No Access panel to pump/motor: Yes No

Moisture stains present: Yes No Outlets present: Yes No

G.F.C.l. present: Yes No Operates: Yes No

Open ground/Reverse polarity within 6’ of water: Yes No Potential safety hazards present: Yes No
Yes No

Window/Door: Yes No Satisfactory Marginal Poor

Exhaust Fan: Yes No Operates: Yes No Noisy: Yes No

GFCI not present — recommend installing — Potes#éety Hazard
Area needs caulking/grouting as noted. Enamel wotab-recommend replacement as needed.

e

At the time of inspection the tub bottom showedsigf
Enamel worn away and rust beginning — recommend
replacing tub in near future

Minor grout maintenance required in
shower area

This confidential report is prepared exclusively fo r Your Home.
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Walls & Ceiling: Satisfactory Marginal
Moisture stains: Yes
Floor: Satisfactory Marginal
Typical cracks: Yes
Ceiling Fan: N/A Satisfactory
Electrical: Switches: Yes No Outlets:
Open ground/Reverse polarity: Yes
Heating/Cooling Source: Yes No Holes:
Bedroom Egress Restricted: N/A Yes No
Doors & Windows: Operational: Yes No
Locks/Latches Operable: Yes

123 Main St. Your City, ON Page 26 of 65

Poor

No Where:

Poor Squeaks Slopes

No

Marginal Poor
Yes No Operates: Yes No
No Coverplates missing  Safety Hazard
Doors Walls Ceilings
No Missing  Cracked Glass

Outlet requires securing — recommend repair byifigglelectrician

Walls & Ceiling: Satisfactory Marginal Poor
Moisture stains: Yes No Where:
Floor: Satisfactory Marginal Poor Squeaks Slopes
Typical cracks: Yes No
Ceiling Fan: N/A Satisfactory Marginal Poor
Electrical: Switches: Yes No Outlets: Yes No Operates: Yes No
Open ground/Reverse polarity: Yes No Coverplates missing  Safety Hazard
Heating/Cooling Source: Yes No Holes: Doors Walls Ceilings
Bedroom Egress Restricted: N/A Yes No
Doors & Windows: Operational: Yes No
Locks/Latches Operable: Yes No Missing  Cracked Glass

Recommend caulking and paint

is prepared exclusively fo r Your Home.
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Reversed polarity outlet — recommend qualified teleien repair

Walls & Ceiling: Satisfactory Marginal
Moisture stains: Yes
Floor: Satisfactory Marginal
Typical cracks: Yes
Ceiling Fan: N/A Satisfactory
Electrical: Switches: Yes No Outlets:
Open ground/Reverse polarity: Yes
Heating/Cooling Source: Yes No Holes:
Bedroom Egress Restricted: N/A Yes No
Doors & Windows: Operational: Yes No

Locks/Latches Operable: Yes

123 Main St. Your City, ON Page 27 of 65

Poor

No Where:

Poor Squeaks Slopes

No

Marginal Poor
Yes No Operates: Yes No
No Coverplates missing  Safety Hazard
Doors Walls Ceilings
No Missing  Cracked Glass

This confidential report is prepared exclusively fo

r Your Home.
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Walls & Ceiling: Satisfactory Marginal
Moisture stains: Yes
Floor: Satisfactory Marginal
Typical cracks: Yes
Ceiling Fan: N/A Satisfactory
Electrical: Switches: Yes No Outlets:
Open ground/Reverse polarity: Yes
Heating/Cooling Source: Yes No Holes:
Bedroom Egress Restricted: N/A Yes No
Doors & Windows: Operational: Yes No

Locks/Latches Operable: Yes

123 Main St. Your City, ON Page 28 of 65

Poor

No Where:

Poor Squeaks Slopes

No

Marginal Poor
Yes No Operates: Yes No
No Coverplates missing  Safety Hazard
Doors Walls Ceilings
No Missing  Cracked Glass

Recommean and painting maintenange

Walls & Ceiling: Satisfactory Marginal
Moisture stains: Yes
Floor: Satisfactory Marginal
Typical cracks: Yes
Ceiling Fan: N/A Satisfactory
Electrical: Switches: Yes No Outlets:
Open ground/Reverse polarity: Yes
Heating/Cooling Source: Yes No Holes:
Bedroom Egress Restricted: N/A Yes No
Doors & Windows: Operational: Yes No

Locks/Latches Operable: Yes

Poor

No Where:

Poor Squeaks Slopes

No

Marginal Poor
Yes No Operates: Yes No
No Coverplates missing  Safety Hazard
Doors Walls Ceilings
No Missing  Cracked Glass

This confidential report is prepared exclusively fo

r Your Home.
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Slopes

Yes No

Walls & Ceiling: Satisfactory Marginal Poor

Moisture stains: Yes No Where:
Floor: Satisfactory Marginal Poor Squeaks

Typical cracks: Yes No
Ceiling Fan: N/A Satisfactory Marginal Poor
Electrical: Switches: Yes No Outlets: Yes No Operates:

Open ground/Reverse polarity: Yes No Coverplates missing  Safety Hazard
Heating/Cooling Source: Yes No Holes: Doors Walls Ceilings
Bedroom Egress Restricted: N/A Yes No
Doors & Windows: Operational: Yes No
Locks/Latches Operable: Yes No Missing

Cracked Glass

This confidential report is prepared exclusively fo

r Your Home.
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Condition: Satisfactory Marginal Poor Needs repair
Representative number of windows operated Painted shut(See remarks page)
Evidence of Leaking Insulated Glass: Yes No N/A Safety Glazing Needed: Yes No
Glazing compound needed  Cracked glass Hardware missing Broken counter-balance mechanism

Security Bars Present: Yes No Not tested Safety hazard Test release mechanism before moving in

None Location(s)Basement
Type: Gas(Not Tested) Wood Woodburner stovgSee remarks page) Electric Ventless
Material: Masonry Metal (pre-fabricated) Metal insert
Miscellaneous: Blower built-in ~ Operates: Yes No Damper operates: Yes No

Open joints or cracks in firebrick/panels should lsealed Fireplace doors need repair
Damper Modified for Gas Operation: Yes No Damper missing Pre-fab panels damaged/worn
Hearth Adequate: Yes No Mantle: N/A  Satisfactory Adequate Loose/missing
Physical Condition: Satisfactory Marginal Poor Recommend having flue cleaned and re-examined
Satisfactory Marginal Poor None
Handrail: Satisfactory Marginal Poor Safety hazard
Risers/Treads: Satisfactory Marginal Poor Risers/Treads uneven
(See remarks page)
Present: Smoke Detector: Yes No Operates: Yes No Not tested
CO Detector: Yes No Operates: Yes No Not tested
N/A

Access: Stairs Pulldown Scuttlehole/Hatch No access Other
Inspected From: Access panel In the attic Other
Location: Bedroom hall Bedroom closet Garage Other
Access Limited By:
Flooring: Complete Partial None
Insulation: Type:Cellulose Batts Loose  Average inche8:12 Approx. R-ratinglUnknown

Damaged Displaced Missing Compressed Recommend Baffles @ Eaves
Installed In: Rafters Walls Between ceiling joists Not visible

Recommend additional insulation
Ventilation: Ventilation appears adequate Recommend additional ventilation
Fans Exhausted To:  N/A Attic: Yes No Outside: Yes No Not visible
HVAC Duct: Satisfactory Damaged Split Disconnected Leaking Repair/Replace
Chimney Chase: N/A Satisfactory Needs repair  Not visible
Structural Problems Observed: Yes No Recommend repair Recommend Structural Engineer
Roof Structure: Rafters Trusses Wood Metal Other
Collar Ties Present:  Yes No N/A
Roof Sheathing: Plywood OSB Ix Wood Rotted Stained Delaminated
Evidence of Condensation/Moisture Leaking: Yes No (See remarks page)
Ceiling Joists: Wood Metal Other Not visible
Vapor Barriers: Kraft/foil faced Plastic Not visible Improperly installed
Firewall Between Units; N/A Yes No Needs repair/sealing (See remarks page)
Electrical: Open junction box(es) Handyman wiring Visible knob-and-tube

3 gusset plates appeared to have come loose dte23pans — recommend tightening
Recommend having flue cleaned and reexamined.

This confidential report is prepared exclusively fo r Your Home.
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Change smoke detectors every 6 months. Trussesshoovmajor defects or damage at the time of irigpec

Roof sheathing, examined from the attic, showedafor defects or moisture damage. Insulation wégmnt for homes

in this area. Ventilation was normal. Bathroorhauxst fans appeared to be vented toward the exterimpor barrier not
visible.

Rafter gusset plates require refastening

This confidential report is prepared exclusively fo r Your Home.
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\ /

Weather stripping missing - Recommend replacemept

This confidential report is prepared exclusively fo r Your Home.
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N/A
Condition: Satisfactory Marginal Poor Typical wear and tear Need repair
Handrail: Yes No Condition: Satisfactory Loose
Headway Over Stairs: Satisfactory Low clearance Safety hazard

Condition: Satisfactory  Marginal Have evaluated Monitor Monitor

Material: Brick Concrete block  Fieldstone Poured concrete
Horizontal Cracks: North South East West
Step Cracks: North South East West
Vertical Cracks: North South East West
Covered Walls: North South East West
Movement Apparent: North South East West
Indication Of Moisture: Yes No Fresh Old stains

Condition reported above reflects visib@rtion only

North

Diagram indicates where wall not visible

and type of covering:

P = Paneling C = Crack(s)

D = Drywall M = Monitor West East

S = Storage E = Evaluate

O = Other South

Material: Concrete Dirt/Gravel Not visible Other
Condition: Satisfactory Marginal Poor Typical cracks
N/A None visible Appear satisfactory ~ Recommend evaluation

Sump Pump: Yes No Working Not working Needs cleaning Not tested
Floor Drains: Yes Not visible Tested: Yes No Efflorescence present

[@]

Floor Drain requires opening/cleaning {
allow proper function if necess
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Condition:

Material:

Condition:

Material: Steel
Not visible
Satisfactory Marginal
Wood Steel Truss
2x8 2x10 2x12
Satisfactory Marginal
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Wood Block Concrete
Poor Stained/rusted

Not visible

Engineered I-Type Sagging/altered joists
Poor

Indication of moisture stains/rotting
** Areas around shower stalls, etc., as viewednflzasement or crawl space

Finished room has one reversed polarity outletfet@alazard — Recommend repqir by

qualified electrician

Floor appeared to be in overall satisfactory coodit Old moisture stain on laundry/bathroom watie-moisture detected
by moisture meter at the time of inspection. Outtet is reversed polarity — Safety Hazard — recemdnqualified

electrician repair.

Old dry stain found under P-trap in wet bar — regand

monitor

This confidential report is prepared exclusively fo

r Your Home.
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Main Shut-off Location:
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In the basement bathroom

Water Entry Piping: Not visible Copper/Galv. Plastic* (Pvc, CPVC Polybutylene, PEX)  Unknown
Visible Water Distribution Piping: Copper  Galvanized Plastic* (PvC, CPVC Polybutylene, PEX)  Unknown
Condition: Satisfactory Marginal Poor
Lead Other Than Solder Joints: Yes No Unknown Service entry
Functional Flow: Adequate Poor Water pressure over 80 psi
Pipes, Supply/Drain: Corroded Leaking Valves broken/missing Dissimilar metal
Drain/Waste/Vent Pipe: ~ Copper Castiron Galvanized PVvC ABS
Condition: Satisfactory Marginal Poor Cross connection:  Yes No
Support/Insulation:  Type:Metal strapping
Traps Proper P-Type:  N/A Yes No P-traps recommended
Functional Drainage: Adequate Poor Recommend plumber evaluate
Interior Fuel Storage System: Yes No Leaking: Yes No
Gas Line: Copper Brass Black iron Stainless steel CSST  Not visible
Condition: Satisfactory Marginal Poor
In the utility room  N/A
N/A Submersible
Location: In basement  Well house Well pit Shared well
Pressure Gauge Operates: Yes No Unknown Well pressure: ??? psi  Not visible
N/A
Sealed Crock: Yes No Check Valve: Yes No Vented: Yes No
N/A Condition: Satisfactory Marginal Poor
Brand name: Rheem Serial #: 1095377852
Type: Gas Electric o]] Other
Unit Elevated: Yes No N/A Tank/Piping corroded/leaking
Capacity: 50 gallons Approximate ages-10+year(s)
Combustion Air Venting Present:  Yes No N/A  Seismic restraints needed: Yes No N/A
Relief Valve: Yes No Extension proper: Yes No Missing Recommend repair
Vent Pipe: N/A Satisfactory  Pitch proper Improper Rusted Recommend repair
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(Unit not evaluated)
Loop Installed: Yes No  Plumbing Hooked Up: Yes No
Softener Present: Yes No  Plumbing Leaking: Yes No

A brief overview on the regulator requirements aatev main entrys.
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Location:In the utility room (See remarks page)

Brand Name: Goodman Approximate agel-5+ year(s) Unknown
Model #:??? Serial #:.GMH80703AN
Energy Source: Gas LP oil Electric Solid Fuel
Warm Air System: Belt drive Direct drive Gravity Central system Floor/Wall unit
Heat Exchanger N/A (sealed)  Visual w/mirror ~ Flamedistortion ~Rusted Carbon/soot buildup
Carbon Monoxide: N/A Detected at Plenum/Register Not tested
CO Test: Tester: Combustion Air Venting Present. ~ Yes No N/A
Controls: Disconnect: Yes No Normal operating and safety controls observed
Distribution: Metal duct Insul. flex duct  Cold air returns  Duct board Asbestos-like wrap
Flue Piping: N/A Rusted Improper slope Safety hazard
Supports for Piping/Insulation: N/A Yes No
Filter: Standard Electrostatic Satisfactory Needs cleaning/replacement Missing
When Turned On By Thermostat: Fired Did not fire Proper Operation:  Yes No Not tested
Heat Pump: Aux. electric  Aux.gas N/A Sub-Slab ducts: Yes No N/A
System Not Operated Due To: Exterior temperature  Other
Recommend technician examine  System Condition:  Satisfactory Marginal Poor

Access cover plate missing — recommend replading
— Potential Safety Hazard
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\—»

Connection corroded between to dissimilar
metals — Recommend Dielectric union fitting
by a qualified plumber/gas fitter

N/A
Brand Name: Approximate age: year(s) Unknown
Model #:??? Serial #:2??
System not operated due to:
Energy Source: Gas LP oil Electric
Distribution: Hot water Baseboard Steam Radiator
Circulator: Pump Gravity Multiple zones
Controls: Temp/pressure gauge exist:  Yes No Operating: Yes No
Oil Fired Units: Disconnect:  Yes No Combustion Air Venting Present: ~ Yes No N/A
Relief valve: Yes No Missing Extension proper: Yes No
Operated: When turned on by thermostat: Fired Did not fire
Operation: Satisfactory:  Yes No Recommend HVAC technician examine Before closing
N/A Electric baseboard  Radiant ceiling cable
Gas space heater Woodburning stove(See Remarks page)
Proper Operation: Yes No
System Condition: Satisfactory Marginal Poor

Furnace was in normal working order at the timéhefinspection. Recommend having ductwork clearglier should be
changed monthly. Recommend service and cleanirggdualified HVAC technician.
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Location:Basement Condition: Satisfactory Marginal Poor

Adequate Clearance To Panel: Yes No Amperagel00Volts 120/240 Breakers Fuses
Appears Grounded: Yes No Not visible
G.F.C.l. present: Yes No Operative: Yes No
A.F.C.I. present: Yes No Operative: Yes No
MAIN WIRE: Copper Aluminum Copper clad aluminum Not visible

Tapping before the main breaker Double tapping of the main wire
Condition: Satisfactory Poor Federal Pacific Panel Stab LoR (See remarks page)*
BRANCH WIRE: Copper Aluminum* Copper clad aluminum Not visible
Condition: Satisfactory Poor Recommend electrician evaluate/repair*

Romex BX cable Conduit Knob & tube**

Main breaker is double-tapped - this is a safetfycean. Recommend licensed
electrician distribute the wires properly
Panel size appeared to be compatible to serviee siz
Double tapping Wires undersized/oversized breaker/fuse

Panel not accessible Not evaluated Reason:

™~

Double tapping on 2 X 15A breakers — Potentialtyafe
hazard - Recommend evaluation by qualified elgatnic
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Reverse polarity observed in wall outlet- Safety
Hazard — recommend repair by qualified

electriciar
None apparent
Location 1: Location 2: Location 3:
Panel not accessible Not evaluated Reason:
Branch Wire: Copper Aluminum Copper clad aluminum
Neutral/ground separated: Yes No Neutral isolated: Yes No Safety hazard
Condition: Satisfactory Marginal Poor Recommend separating/isolating neutrals

A representative number of installed lighting fisds, switches, and receptacles located insideahseh garage, and exterior
walls were tested and found to be:

Condition: Satisfactory Marginal Poor
Open grounds Reverse polarity GFCls not operating
Solid conductor aluminum branch wiring circuits* (8e remarks page)
Ungrounded 3-prong outlets Recommend electrician evaluate/repair*

Panel size appeared to be compatible to serviee siz
Branch breaker distribution appeared normal.

Central system  Wall Unit  Location:On the side exterior wall Age:

Unknownyrs.

Energy Source: Electric Gas Water Other
Unit Type: Air cooled Water cooled Gas chiller Geothermal Heat pump
Evaporator Coil: Satisfactory Not visible Needs cleaning Damaged
Refrigerant lines: Leak Damage Insulation missing Satisfactory
Condensate Line/Drain:  To exterior To pump Floor drain Other
Operation: Differential ???7F

Difference in temperature (split) should be 14-Eahrenheit(See remarks page)
Condition: Satisfactory Marginal Poor

Not operated due to exterior temperature Recommend HVAC technician examine/clean/service

Recommend an HVAC contractor examine
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ITEMS NOT OPERATING

-bathroom exhaust fans

MAJOR CONCERNS

Item(s) that have failed or have potential of faglisoon.

Cracked sunken garage floor (recommend engineer ewane and evaluate)

POTENTIAL SAFETY HAZARDS

Decorative brick wall at front entrance was missingsome bricks and mortar — requires repair
Recommend replacement of vent cover — sharp edgepresent a Potential safety hazard
Self closer on entrance door requires adjustment Safety hazard
Garage door missing electric-eye safety mechanisnrecommend installing one

GFCI recommended in both bathrooms — Potential Safg Hazard

Water heater burner cover plate missing — recommendeplacing — Potential Safety Hazard

GFCI not operational
Open junction boxes - need cover plates.
Trip hazard, missing or rotted or poorly constructed railings.

DEFERRED COST ITEMS

Items that have reached or are reaching their ndriif@expectancy or show indications that they meguire repair or
replacement anytime during the next five (5) years

None apparent

* ltems listed in this report may inadvertently kaween left off the Summary Sheet. Customer shead the
entire report, including the Remarks.
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GENERAL LIMITATIONS AND EXCLUSIONS

13.1 General limitations:

A. Inspections performed in accordance with these Standards of Practice:
1. are not technically exhaustive.
2. will not identify concealed conditions or latent defects.

B. These Standards of Practice are applicable to buildings with four or fewer dwelling units and their garages or
carports.

13.2 General exclusions:

A. The inspector is not required to perform any action or make any determination unless specifically stated in
these Standards of Practice, except as may be required by lawful authority.

. Inspectors are NOT required to determine:

. the condition of systems or components which are not readily accessible.

. the remaining life of any system or component.

. the strength, adequacy, effectiveness, or efficiency of any system or component.

. the causes of any condition or deficiency.

. the methods, materials, or costs of corrections.

. uture conditions including, but not limited to, failure of systems and components.

. the suitability of the property for any specialized use.

compliance with regulatory requirements (codes, regulations, laws, ordinances, etc.).

8. the market value of the property or its marketability.

9. the advisability of the purchase of the property.

10. the presence of potentially hazardous plants or animals including, but not limited to wood destroying
organisms or diseases harmful to humans.

11. the presence of any environmental hazards including, but not limited to toxins, carcinogens, noise, and
contaminants in soil, water, and air.

12. the effectiveness of any system installed or methods utilized to control or remove suspected hazardous
substances.

13. the operating costs of systems or components.

14. the acoustical properties of any system or component.

~NoO O~ WNREF T

C. Inspectors are NOT required to offer:

1. or perform any act or service contrary to law.

2. or perform engineering services.

3. or perform work in any trade or any professional service other than home inspection.
4. warranties or guarantees of any kind.

D. Inspectors are NOT required to operate:

1. any system or component which is shut down or otherwise inoperable.

2. any system or component which does not respond to normal operating controls.
3. shut-off valves.

E. Inspectors are NOT required to enter:
1. any area which will, in the opinion of the inspector, likely be dangerous to the inspector or other persons or

This confidential report is prepared exclusively fo r Your Home.
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damage the property or 2. its systems or components.
3. the under-floor crawl spaces or attics which are not readily accessible.

F. Inspectors are NOT required to inspect:

1. underground items including, but not limited to underground storage tanks or other underground indications of
their presence, whether abandoned or active.

2. systems or components which are not installed.

3. decorative items.

4. systems or components located in areas that are not entered in accordance with these Standards of Practice.
5. detached structures other than garages and carports.

6.common elements or common areas in multi-unit housing, such as condominium properties or cooperative
housing.

G. Inspectors are NOT required to:

1. perform any procedure or operation which will, in the opinion of the inspector, likely be dangerous to the
inspector or other persons or damage the property or it's systems or components.

2. move suspended ceiling tiles, personal property, furniture, equipment, plants, soil, snow, ice, or debris.
3. dismantle any system or component, except as explicitly required by these Standards of Practice.
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Spalling concrete cannot be patched with concretaise the new will not bond with the old. Watdl fréeze between the
two layers, or the concrete will break up from mmeat or wear. Replacement of the damaged secti@tisnmended.
Walks or driveways that are close to the propéentusd be properly pitched away to direct water afvayn the foundation.
Asphalt driveways should be kept sealed and lasgaaks filled so as to prevent damage from frost.

that have settled towards the structure should ldjacked or replaced to assure proper pitch. Imgntgpitched
patios are one source of wet basements.

All surfaces of untreated wood need regular apptoa of paint or special chemicals to resist daen&prch or deck
columns and fence posts which are buried in thergi@and made of untreated wood will become damadgiih a year or
two.

Decks should always be nailed with galvanizednsas steal or aluminum nails. Decks that are aotted or stained
should be treated with a water sealer.

Any system of grading or landscaping that creatsstive drainage (moving water away from the fouraawalls) will help
to keep a basement dry. Where negative grade exidtadditional backfill is suggested, it may requiigging out around
the property to get a proper pitch. Dirt shall ppraximately 6” below the bottom sill and should tmuch wood surfaces.

Flower beds, loose mulched areas, railroad tieso#imel such landscaping items close to the fouoddtap moisture and
contribute to wet basements. To establish a pesgirade, a proper slope away from the house idfqot for
approximately 5-6 feet. Recommend ground covertigror grass up to foundation.

Roof and surface water must be controlled to mairgalry basement. This means keeping gutters eteant and
aligned, extending downspoults, installing splastikdpand building up the grade so that roof anthsarwater is
diverted away from the building.

The amount of water which enters a window well friaiting rain is generally slight, but water wilteumulate in window
wells if the yard is improperly graded. Plastic danv well covers are useful in keeping out leaves debris.

Retaining walls deteriorate because of excessi@espire buildup behind them, generally due to wateumulation.
Conditions can often be improved by excavatingeadh behind the retaining wall and filling it witbarse gravel. Drain
holes through the wall will then be able to religkie water pressure.

Retaining walls sometime suffer from tree root pugs or from general movement of topsoil down tbpes Normally,

these conditions require rebuilding the retainiradlw

It is recommended that railings be installed foy atairway over 3 steps and porches over 30” ftatgaeasons. Balusters
for porches, balconies, and stairs should be @doseigh to assure children cannot squeeze through.
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that are covered with shingles and/or tar or ahgoinaterial are considered not visible and are not
part of the inspection.

are a type of covering on a pitched roof requinegoing annual maintenance. We recommend that a
roofing contractor evaluate this type of roof. &¥fied photography is best used to determine afgastential leaks.

Flat roofs are very vulnerable to leaking. It isywenportant to maintain proper drainage to prevaetponding of water. We
recommend that a roofing contractor evaluate tpe of roof.

ROOF TYPE LIFE EXPECTANCY SPECIAL REMARKS

Asphalt 15-20 years Used on nearly 80% of all residential roofs; regsir

Shingles little maintenance

Asphalt 20-30 years Heavier and more durable than regular asphalt

Multi-Thickness Shingles* shingles

Asphalt 15-25 years Especially good in high-wind areas

Interlocking Shingles*

Asphalt Rolls 10 years Used on low slope roofs

Built-up 10-20 years Used on low slope roofs; 2 to 3 times as costly as

Roofing asphalt shingles

Wood Shingles* 10-40 years Treat with preservative every 5 years to prevent
decay

Clay Tiles* 20 + years Durable, fireproof, but not watertight, requiring a

Cement Tiles* 20 + years good subsurface base

Slate Shingles* 30-100 years Extremely durable, but brittle and expensive

Asbestos 30-75 years Durable, but brittle and difficult to repair

Cement Shingles*

Metal 15-40 + years Comes in sheets & shingles; should be well

Roofing grounded for protection from lightning; certain
metals must be painted

Single Ply 15-25 years New material; not yet passed test of time

Membrane (mfgr’s claim)

Polyurethane

with Elastomenic 5-10 year$ Used on low slope roofs.

Coating

* Not recommended for use on low slope roof ! Depending on local conditions and proper installation

2 Depending on quality of slate

Roof coverings should be visually checked in thengpand fall for any visible missing shingles, daged coverings or other
defects. Before re-roofing, the underside of thaf structure and roof sheathing should be inspetctetbtermine that the
roof structure can support the additional weighthef shingles.
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Wood shakes and shingles will vary in aging, duthéoquality of the material, installation, maird@ee, and surrounding
shade trees. Ventilation and drying of the woodemiak is critical in extending the life expectarmiythe wood. Commercial
preservatives are available on the market, whichdcbe applied to wood to impede deterioration.
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Chimneys built of masonry will eventually need tpoknting. A cracked chimney top that allows wated @arbonic acid to
get behind the surface brick/stone will acceletiagedeterioration. Moisture will also deteriordte tlay flue liner. Periodic
chimney cleaning will keep you apprised of the aiéyls condition. The flashing around the chimneymeed resealing
and should be inspected every year or two. Firepthimneys should be inspected and evaluated hinaey professional
before using. Chimneys must be adequate heighprégrer drafting. Spark arrestors are recommended ¥eod burning
chimney, and chimney caps for fossil fuels.

should be re-evaluated by a chimney technician.

Have flue cleaned and re-evaluated. The flue limgnepvered with soot or creosote and no repregentean be made as to
the condition.

The flue was not evaluated due to inaccessibilithsas roof pitch, cap, cleanout not accessibte